
DIP TUBE FILTER
It is made in polypropylene and 
inox and allows fluids to be 
filtered at the intake. 
For TR pumps only.

Flow meters are fitted exclusively to 
centrifugal or drum-transfer pumps 
and can measure either the pump’s 
instantaneous flow rate or the total number 
of litres of liquid delivered. The reading 
appears on the incorporated display.

FLOW METERS

REINFORCED HOSE

QUICK COUPLINGS
For the chemical industry,
high resistance,
suitable for reinforced hoses.
Max. pressure 13 bar.

ACCESSORY
CATALOGUE
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Food-grade pvc construction with 
metal reinforcement 

for suction/discharge.

Made in polypropylene, 
aluminium alloy, stainless 
steel and equipped with 

delivery trigger.

DISPENSER

High-strength 
clamps for 

spiralled hose
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Chemistry           of paints               Ecological                   Galvanic                          



AIR REGULATOR KIT
FOR CUBIC E BOXER DIAPHRAGM PUMPS

Polypropylene build, no metal parts and low head loss make them 
ideal for installation on a pump suction port, providing protection from 
suspended solids, filaments, algae, etc. The strainer can be easily 

removed by unscrewing the lid without the need for tools.
max. operating pressure 7 bar

For chemical sector, water treatment plants, fish farming, the 
galvanising, tanning, textile, paper and printing industries and a host 
of other applications.
Available in five different connection sizes: 1”, 11/2”, 2”, 21/2”, 3”

PUMP-PROTECTING BASKET STRAINERS

It is composed of a compressed air filter 
regulator, fixing bracket, gauge, 

Elaston tube (5 mt.) cock and fittings.

FLANGES for BOXER, MB and IM

Check valves designed for vertical fitting at the bottom end of the 
suction pipe on both centrifugal and pneumatic pumps. These non-
return valves prevent water from flowing out of the suction pipe so 

that the pump remains primed at all times.
Sizes available: 1”, 1¼”, 1½”, 2”, 3”.

Construction materials: PP and PVDF

FOOT VALVES

BATCH CONTROLLER
Mechanical batch controller with 5-digit display and start/stop 
button. Pneumatic operation, no electrical connection required.

Designed for CUBIC and BOXER series

HOW IT WORKS:
Set the required number of cycles and push the start button.
the stroke counter monitors the preset number of cycles and 

stops the pump automatically upon completion. 

High density, spiral-wound rubber-covered,
crushproof flexible suction/discharge hose complete with 

swivel fittings and plate-type clamp, high chemical resistance.

POLYETHYLENE HOSE

For manual regulation
 of pump air supply flow rate.

MICROVALVES

For switching pump on and off from a remote position.

ALSO AVAILABLE WITH PNEUMATIC OPERATION

THREE-WAY VALVE

Polypropylene construction
high chemical resistance.

HINGES - PP

Provides pump with 
a flanged coupling.

Devices that are fitted to the pneumatic circuit of diaphragm pumps. 
They can count the number of strokes made by the diaphragms and 
therefore the number of cycles. This device allows various types of 
monitoring, e.g. litres of liquid delivered by the pump as a function 

of its displacement capacity.

STROKE COUNTER
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