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Øint: 22 mm

Øint: 25 mm

Cuerpo Bomba 
Pump Housing 

Aluminium 

Brida Frontal 
Front Flange 

Cast Iron (GG25) 

Rotor 
Rotor 

Cast Iron (GG25) 

Eje Rodillo 
Roller Shaft 

Inox - Stainless Steal 

Rodillo 
Roller 

Inox - Stainless Steal 

Soporte Rodillo 
Roller Support 

Inox - Stainless Steal 

Conexiones 
Connections 

PP - PVDF - Inox 

Motor 
Motor 

IEC-80 0,55 kW 50/60 hz  
1400 rpm IP-55, Cl-F 

Reductor 
Gear-box 

300 Nm - Coaxial 

Tubo Caucho Reforzado 
Reinforced Rubber Hose 

NR - NBR - EPDM (8 bar) 
NR-NBR (Alimentary) 

Tubo Termoplástico 
Thermoplastic Hose 

Santoprene ® (3 bar] 

Tapa Protección 
Front Cover 

Policarbonato Transparente 
Clear Polycarbonate 

Aspiración Máxima 
Max. Suction 

8 m.c.a. 

Temperatura Máxima 
Max. Temperature 

80 ºC 

* Posibilidad de invertir el sentido de giro - Rotation direction can be invested 

 

MP-11 Bomba Peristáltica 
Peristaltic Pump 

Tipo 
50 Hz 60 Hz 

Pmax Motor 
Tubo 

Conexiones Press 
Peso 

Qmax  
[rpm] 

Qmax  
[rpm] 

Hose Weight 

Type [l/h] [l/h] [bar] Engine Øint-Øext [mm] Connec�ons Hose [kg] 

           

MP-1124-22 420 24 504 29 

8 

0,55 kW 

22x40 1" 

  

50 

MP-1129-22 517 29 620 34 Trifásico Rodillo 

MP-1134-22 595 34 714 40 o Roller 

MP-1142-22 738 42 878 50 0,55 kW   

MP-1150-22 878 50 1098 60 Monofásico   

           

MP-1124-25 525 24 630 29 

8 

0,55 kW 

25x43,50 1"¼ 

  

50 

MP-1129-25 638 29 765 34 Trifásico Rodillo 

MP-1134-25 743 34 897 40 o Roller 

MP-1142-25 915 42 1093 50 0,55 kW   

MP-1150-22 1093 50 1291 60 Monofásico   


