Bomba Peristaltica
peristaltic pump

MP

Motor IEC-56 1/8 hp. 50/60 hz. 1450 rpm
IP-55

Voltaje 230V Monofasico-single-phase

voltage 230/400V Trifasico-Three-phase

Revoluciones Estandar
standar speed

50 hz: 35-86-118 rpm
60 hz: 42-103-141 rpm

Material de la Bomba Aluminio
pump material aluminium
Material del Tubo Norprene

tube material

Norprene Alimentario-alimentary
Farmacéutico-pharmed

7 A
TIPO-type CAU‘[’UAh'i'ﬂ"“ R.P.M. Téﬁ:’[:::]e [m':“] [mBm]
MP-3035.6 16 35 6.4
MP-3035.9 31 35 9.5
MP-3086.6 40 86 6.4
MP-3086.9 78 86 9,5 140
MP-3118.6 56 118 6.4
MP-3118.9 103 118 9,5
MP-6035.9 40 35 9,5
MP-6035.12 70 35 12,7
MP-6086.9 108 86 95
MP-6086.12 177 86 12,7 oW
MP-6118.9 134 118 95
MP-6118.12 226 118 12,7
MP-8035.12 101 35 12,7
MP-8035.16 140 35 15,9
MP-8086.12 245 86 12,7
MP-8086.16 364 86 15,9 e
MP-8118.12 352 118 12,7
MP-8118.16 462 118 15,9

Despiece
exploded view

CHNOOE LN

. Motor-motor
. Brida motor-motor flange

Reductor-gearbox

Brida reductor-gearbox flange
Cuerpo-head

Tubo-tube

Brida sujecion-clamping flange
Maneta-fixing

Tapa proteccion-protection cover

10. Porta rodillos-rotor
11. Rodamiento-bearing
12. Distanciador-spacer

13. Rodillo-roller

14, Pasador-shaft
15. Espiga-connection
16. Torica-O-ring

17. Tornillo tapa-cover srew
18. Tornillo motor-motor screw
19. Tornillo brida-flange screw
20. Tornillo brida-flange screw
21. Tornillo cuerpo-head screw
22. Prisionero-grub screw

23. Tuerca-nut

Tygon
Aspiracion Maxima 8m.ca.
max. suction
Temperatura Maxima 60°C

max. temperature

Posibilidad de invertir el sentido de giro
rotation direction can be invested

Anclaje
fixing
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